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POWERED CABINET LOUDSPEAKERS 
POWER BOX 5 Powered Systems

Powered small size speaker boxes for installed sound applications.

Power Box 5 is a set of 2 loudspeakers: a powered loudspeaker with a built-in stereo amplifier and a non-powered 

loudspeaker ready to be connected to the powered loudspeaker. 5.25” woofer and 1” tweeter, tone control, stereo/

mono switch. U-mounting bracket is included in the set.  Perfect choice for small installations in a classroom, or for 

communication and paging systems. Available in two colours: RAL9016 (white) and RAL9017 (black).
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POWER BOX 5
Rated power 2 x 20  W
Equalization 2 bands EQ ± 14 dB
Sensitivity 87 dB (1 W/1 m)
Maximum SPL 104 dB (Pmax/1 m) at 1258 Hz

  80 Hz – 20 kHz
Input sensitivity  -7 dBu
Speakers impedance 8 Ω
Dispersion 160° (H), 120°(V)

Driver dimensions 5,25” (133 mm) woofer,  1” (24 mm) tweeter

Dimensions 240 mm x 178 mm x 170 mm
Weight 6 kg

Material Housing - plastic, grill and U-bracket - steel 

Colour White (RAL 916)    Black (RAL 9017)
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